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The Tri-Optic “EDGE”
Tri-Optic offers the most complete range of media labeling options worldwide.

Tri-Optic media label quality and accuracy is industry proven and 100% reliable. Tri-Optic believes that quality is critical to data
management and in many ways represents one of the most important components of any media library.

Tri-Optic labels are superior in quality, reliability, and accuracy. Tri-Optic uses proven processes and numerous quality checks to ensure that all labels
meet or exceed the highest of standards.

Tri-Optic colors and bar codes are quality checked many times along our process. With other manufacturers you may get colors that differ from print to
print but with Tri-Optic labels consistency is one of our top priorities. Bar code consistency is another way we set ourselves apart from the competition.

Our bar codes read first time, every time.

1. Bar Code 5. Sequence
A bar code symbol The consecutive
consists of vary- T series of numbers

. . . ing width parallel | and alpha characters

A Capab|l|ty from Trl-OptIC bars and spaces. T 2 that make up a set
Pre-determined width of labels, the last

Tri-Optic is always looking to provide better service to patterns are used to 2-3 digits usually

represent actual data
in the symbol.

beginning with 00 or
000 and ending in 99
o Or999.
« (ABC000-ABC999)

their partners. Today, lead-time is becoming more and
more of a critical issue for end users who want their
labels on either the same or next day. While EDP 2.Code 39 (3 of 9)

Tri-Optic pride themselves on a very quick turnaround Code 39 was the first
. alphanumeric symbol
from order to manufacture to end user, with over 21 to be developed and
worldwide partners. is widely used today.
Itis a discrete, self-
checking, variable
length symbol that

.E-. Quiet Zone

The clear space,
containing no dark
marks, that precedes
the start character of

Therefore, Tri-Optic is very pleased to offer “TTG - a bar code symbol

Tri-OpticToGo” which is a capability by which partners has five bars and and follows the stop
have the ability to print Tri-Optic labels on site to the four spaces, making character.

same stringent standards as they receive today from atotal of nine ele-

Tri-Optic. In this way they can offer better lead times with ::::::ﬁg ::f:: :;:e 7. Media Identifier

One or more
characters used to
uniquely identify the
type of media. Used
by some library sys-
tems to differentiate
between generations
of media:

L1 - Generation 1 of
LTO Ultrium

L2 = Generation 2 of
LTO Ultrium

L3 = Generation 3 of
4. Checksum Character ————————— LTO Ultrium

A character included L4 = Generation 4 of
within a string of data LTO Ultrium

whose value is used for L5 = Generation 5 of
the purpose of perform- . LTO Ultrium

ing a mathematical L6 = Generation 6 of
check to ensure the LTO Ultrium

same day local delivery and can cope with small label wide and six are nar-

orders as easily as the larger ones. row, making Code 39
a two-width code.

This capability uses a small number of key 3. Modified Bar Code
components which are “Tri-OpticToGo” label The alteration of

. . the bar code, as in
production software, a Printer, label stock the sequence of the

and card stock. characters or addi-
tion of characters,
such as checksum
characters.
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accuracy of that data. L7 = Generation 7 of
LTO Ultrium
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